
What to look for...  

when buying commercial grade inflatable products.
SAFETY GUIDE



PRESSURE GAUGE 
(MANOMETER) should be 
included with each product 

to ensure correct inflation is 
maintained. Under/Over inflation 
will result in dangerous in-water 
performance and create hazards.
 

SECURE ANCHORING 
OPTIONS and instructions 
for intended body of water 

should be supplied by the 
manufacturer. Products should be 
equipped with an anchoring 
attachment (for example: an anchor 
plate) that allows attaching an 
anchor rope. This will keep the 
floating product in position of 
intended use and ensure a safe 
distance of min. 10ft (3m) to any 
other solid object in proximity of 
the product (i.e. pools edge). 

CONNECTION OF 
INFLATABLE COMPONENTS 
If more than one inflatable is 

connected to another then there 
should be no hazard with the 
connection. No gap should be wider 
than 1’’ (2.5cm) between the 
connecting parts. A “Cover flap” should 
be used to avoid entanglement of 
foot, leg and torso body parts.

DETAILED INSTRUCTIONS 
Manuals should be included 
with each product and show 

clearly how to assemble and 
disassemble the product. Also 
included should be warning 
instructions (or graphical symbols) 
and service information. 

REPAIR KIT AND 
INFORMATION, related to 
maintenance, repair and 

storage needs to be included with 
each product. Any spare parts that 
are likely to need replacement should 
be included. As well as repair material 
(glue, patches etc) for carrying out 
simple repairs to ensure proper 
function is maintained.

LOCKING INFLATION 
VALVES to avoid 
unintentional opening 

of the valve and thus resulting in a 
sudden collapse of the product. Any 
protruding parts of the valves should 
be rounded and not create a risk of 
entanglement or entrapment.
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 ENTRAPMENT HAZARDS  
found with grab or climbing 
handles. The space (or gap) of 

the handle must not exceed 1.2’’ 
(3cm). Larger openings can result in 
entrapment (for example: a child’s 
ankle getting locked inside the gap).

CERTIFIED TO MEET 
SAFETY STANDARDS
Look for products that carry 

an international safety standard (for 
example: EN 15649) as this will give 
credibility to the product. In addition 
ensure proper test methods and 
compliance with recognized 
standards. Also look for product 
safety labels certified by an 
accredited test house such as the 
TÜV or SGS. Ask for copies of 
certificates!

Wibit Safety Note:
Safety is not cheap so many 
manufacturers are reluctant to 
invest in many of the above. It 
is you’re responsibility to ensure 
that they do!

MINIMUM WATER DEPTH 
REQUIREMENT visible on the 
products and in the owner’s 

manual. The calculation of the minimum 
water depth should be based on a 
certified formula that correlates with 
the height of the product. 
 

CLEAR WARNING LABELS, 
MARKINGS AND CONSUMER 
INFORMATION visible directly 

on the products. Intended users, load 
capacity, place of use, risk hazards, 
performance and relevant safety 
information must be clearly indicated 
with graphical symbols.
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